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Digital RGB LED Ribbon Strip - Waterproof - 16ft (5m)
Click Here
RL-SC-DS-2

This 16ft (5m) Waterproof Digital RGB LED Ribbon strip comes encased in a waterproof silicone
sleeve and is approximately 197”L x 0.6”W x 0.16“H. With a high output of 1.3W/ft our Water-
proof Digital RGB LED Ribbon is perfect for casino, club, bar, event, stage show, exhibit movie
set, theatre, and indoor and outdoor decorative lighting. Our Digital RGB LED Ribbon strip is
controlled by our LC-HK-DRGB-WR Digital RGB Controller which features 83 different func-
tions. Each section of 3 LEDs is controlled by a TTL/SPI type IC chip to perform color change
functions traditional RGB Ribbon cannot do. Each Digital RGB LED Ribbon strip is directional
with a 4-wire female plug quick connector and 5.5mm x 2.1mm male barrel jack on one end
and a 4-pin male quick connector on the opposite end. Includes 2 plastic endcaps, 16 plastic
clips for mounting and a tube of silicon for waterproofing. 50,000hrs average life; CE & RoHS
certified.

197”L x 0.56“W x 0.16”H (5000mm L X 15mm W X 4mm H)

50,000 Hours

12VDC Constant Voltage

IP65

1.94W / 162mA (0.162A) per ft.

31.0W / 2.58A Maximum per 16ft (5m) Digital RGB LED Ribbon strip

TTL/SPI only!

-13° F to 140° F (-25°C to 60°C)

1 Year Manufacturers
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